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Class Family : Instrumentation

Platform : Unix Like

Bus : Not Applicable

Manufacturer : none

Manufacturer ref. :

PlcUndulator

PlcUndulator Class Description : 

This interface to undulators makes use of PLC.

PlcUndulator Properties : 

There is no class properties 

Device Properties

Name Description Type Default Value

PlcServer The server which exports the undulator PLC. String none

SimulationMode 0 real mode, 1 simulation mode. short 0 

FlagPU04 1 if pu04 int 0 

PlcUndulator Class Commands

Name Input type Output type Level Description

State DEV_VOID DEV_STATE OPERATOR
This command gets the device state (stored in
its device_state data member) and returns it to
the caller.

Status DEV_VOID CONST_DEV_STRING OPERATOR
This command gets the device status (stored
in its device_status data member) and returns
it to the caller.

CompleteMove DEV_VOID DEV_LONG EXPERT Unused.

SetupUnitMove DEV_DOUBLE DEV_LONG EXPERT Unused.

StartMove DEV_VOID DEV_LONG OPERATOR
Start to move, the function returns
immediately.

StopMove DEV_VOID DEV_LONG OPERATOR
Stop moving, return immediately, don`t wait for
de-acceleation.

Move DEV_DOUBLE DEV_LONG EXPERT Unused.

ResetMotor DEV_VOID DEV_LONG OPERATOR Reset the motor.

file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdState.html
file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdStatus.html
file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdCompleteMove.html
file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdSetupUnitMove.html
file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdStartMove.html
file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdStopMove.html
file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdMove.html
file:///segfs/tango/tmp/classes2www/tmp/PlcUndulator/doc_html/CmdResetMotor.html


Calibrate DEV_DOUBLE DEV_LONG EXPERT Unused.
UserCalibrate DEV_DOUBLE DEV_LONG EXPERT Unused.

GetCtrlByte DEV_VOID DEV_USHORT EXPERT
This command reads - and return - the
undulator control byte.

GetStatusByte DEV_VOID DEV_USHORT EXPERT
This command reads - and return - the
undulator status byte.

Command State :

This command gets the device state (stored in its device_state data member) and returns it to the caller.

State Definition

Input Argument Tango::DEV_VOID none.

Output Argument Tango::DEV_STATE State Code

DisplayLevel OPERATOR ..

Inherited true ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command Status :

This command gets the device status (stored in its device_status data member) and returns it to the caller.

Status Definition

Input Argument Tango::DEV_VOID none.

Output Argument Tango::CONST_DEV_STRING Status description

DisplayLevel OPERATOR ..

Inherited true ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..
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Command CompleteMove :

Unused.

CompleteMove Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG return status of execution

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command SetupUnitMove :

Unused.

SetupUnitMove Definition

Input Argument Tango::DEV_DOUBLE final position, in units

Output Argument Tango::DEV_LONG completion status

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command StartMove :

Start to move, the function returns immediately.



StartMove Definition
Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG completion status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command StopMove :

Stop moving, return immediately, don`t wait for de-acceleation.

StopMove Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG completion status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command Move :

Unused.

Move Definition

Input Argument Tango::DEV_DOUBLE Final position, in units

Output Argument Tango::DEV_LONG Completion status

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..



Command NOT allowed for MOVING
FAULT ..

Command ResetMotor :

Reset the motor.

ResetMotor Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_LONG Completion status

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command Calibrate :

Unused.

Calibrate Definition

Input Argument Tango::DEV_DOUBLE Value to be calibrated

Output Argument Tango::DEV_LONG Completion status

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..



Command UserCalibrate :

Unused.

UserCalibrate Definition

Input Argument Tango::DEV_DOUBLE Value to be calibrated

Output Argument Tango::DEV_LONG Completion status

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command GetCtrlByte :

This command reads - and return - the undulator control byte.

GetCtrlByte Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_USHORT Control Byte

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

Command GetStatusByte :

This command reads - and return - the undulator status byte.

GetStatusByte Definition

Input Argument Tango::DEV_VOID



Output Argument Tango::DEV_USHORT Status Byte

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command allowed for All states ..

PlcUndulator Class Attributes

Name Inherited Abstract Attr.
type

R/W type Data type Level Description

CurrentGap false false Scalar READ Tango::DEV_LONG OPERATOR
The current
Gap in um.

DesiredGap false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR
The desired
Gap in um.

MaxGap false false Scalar READ Tango::DEV_LONG OPERATOR

The Max
allowed
value for the
Gap, in
um.\nIt is at
most
225000 um.

MinGap false false Scalar READ Tango::DEV_LONG OPERATOR

The Min
allowed
value for the
Gap, in
um.\nIt is at
least 8000
um.

CurrentTaper false false Scalar READ Tango::DEV_LONG OPERATOR
The current
Taper in
um.

DesiredTaper false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR
The desired
Taper in
um.

CurrentSpeed false false Scalar READ Tango::DEV_LONG OPERATOR

The current
Speed.\n1
unit
corresponds
to 0.00856
um/s.

DesiredSpeed false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

The desired
Speed.\n1
unit
corresponds
to 0.00856
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um/s.
StatusByte false false Scalar READ Tango::DEV_USHORT OPERATOR

Undulator
Status Byte.

CtrlByte false false Scalar READ Tango::DEV_USHORT OPERATOR
External
Control
Byte.

CurrentUnitPosition false false Scalar READ Tango::DEV_DOUBLE EXPERT Unused.

UnitLimitMax false false Scalar READ_WRITE Tango::DEV_DOUBLE EXPERT Unused.

UnitLimitMin false false Scalar READ_WRITE Tango::DEV_DOUBLE EXPERT Unused.

CwLimit false false Scalar READ Tango::DEV_LONG EXPERT Unused.

CcwLimit false false Scalar READ Tango::DEV_LONG EXPERT Unused.

SettleTime false false Scalar READ_WRITE Tango::DEV_DOUBLE EXPERT Unused.

FlagProtected false false Scalar READ_WRITE Tango::DEV_LONG EXPERT Unused.

CurrentShift false false Scalar READ Tango::DEV_LONG OPERATOR

The current
Shift in um
(only valid
for pu04, 0
in other
cases)

DesiredShift false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

The desired
Shift in um
(only valid
for pu04, 0
in other
cases).

CurrentShiftMode false false Scalar READ Tango::DEV_LONG OPERATOR

The current
shift mode
(only valid
for pu04, 0
in other
cases)

DesiredShiftMode false false Scalar READ_WRITE Tango::DEV_LONG OPERATOR

Desired
shift mode
(only valid
for pu04, 0
in other
cases)

RecentWrites false false Spectrum READ Tango::DEV_STRING OPERATOR

Contains
the recent
output
operations

There is no dynamic attribute defined. 

Attribute CurrentGap :

The current Gap in um.
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Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Attribute
Properties

label
Current
Gap

unit um

standard unit

display unit

format %6d

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute DesiredGap :

The desired Gap in um.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Attribute
Properties

label
Desired
Gap

unit um

standard unit

display unit

format %6d

max_value

min_value

max_alarm

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set



Read allowed
for

All states

Write allowed
for

All states

min_alarm

max_warning

min_warning

delta_time

delta_val

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute MaxGap :

The Max allowed value for the Gap, in um.\nIt is at most 225000 um.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Attribute
Properties

label
Max
Gap

unit um

standard unit

display unit

format %6d

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set



Attribute MinGap :

The Min allowed value for the Gap, in um.\nIt is at least 8000 um.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Attribute
Properties

label
Min
Gap

unit um

standard unit

display unit

format %6d

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

Attribute CurrentTaper :

The current Taper in um.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Attribute
Properties

label
Current
Taper

unit um

standard unit

display unit

format %4d

max_value

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not



Polling Period Not polled
Memorized Not set

Read allowed
for

All states

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute DesiredTaper :

The desired Taper in um.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label
Desired
Taper

unit um

standard unit

display unit

format %4d

max_value 1000

min_value -1000

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set



Attribute CurrentSpeed :

The current Speed.\n1 unit corresponds to 0.00856 um/s.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Attribute
Properties

label
Current
Speed

unit

standard unit

display unit au

format %6d

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute DesiredSpeed :

The desired Speed.\n1 unit corresponds to 0.00856 um/s.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Attribute
Properties

label
Desired
Speed

unit

standard unit

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change Not
set



Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

display unit au

format %6d

max_value 330000

min_value 1

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute StatusByte :

Undulator Status Byte.

Attribute
Definition

Attribute
Type

Scalar

R/W Type READ

Data Type Tango::DEV_USHORT

Display Level OPERATOR

Inherited false

Abstract false

Polling
Period

Not polled

Memorized Not set

Read
allowed for

All states

Attribute
Properties

label
Status
Byte

unit

standard unit

display unit

format %6d

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set



Attribute CtrlByte :

External Control Byte.

Attribute
Definition

Attribute
Type

Scalar

R/W Type READ

Data Type Tango::DEV_USHORT

Display
Level

OPERATOR

Inherited false

Abstract false

Polling
Period

Not polled

Memorized Not set

Read
allowed for

All states

Attribute
Properties

label
Control
Byte

unit

standard unit

display unit

format %6d

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute CurrentUnitPosition :

Unused.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Attribute
Properties

label Unused

unit

Attribute Event Criteria

Periodic
Not
set



Data Type Tango::DEV_DOUBLE

Display Level EXPERT

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Relative Change Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute UnitLimitMax :

Unused.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level EXPERT

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label Unused

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code false

Push Archive event by user
code

false



Push DataReady event by
user code

Not
set

Attribute UnitLimitMin :

Unused.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level EXPERT

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label Unused

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute CwLimit :

Unused.

Attribute Attribute Attribute Event Criteria



Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level EXPERT

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Properties

label Unused

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Periodic Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

Attribute CcwLimit :

Unused.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level EXPERT

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Attribute
Properties

label Unused

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false



Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

Attribute SettleTime :

Unused.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level EXPERT

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label Unused

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

Not
set

Attribute FlagProtected :

Unused.



Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level EXPERT

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label Unused

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

Attribute CurrentShift :

The current Shift in um (only valid for pu04, 0 in other cases)

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute
Properties

label

unit um

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user



delta_val code false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

Attribute DesiredShift :

The desired Shift in um (only valid for pu04, 0 in other cases).

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed
for

All states

Write allowed
for

All states

Attribute
Properties

label

unit um

standard unit

display unit

format

max_value 32800

min_value
-
32800

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

Attribute CurrentShiftMode :

The current shift mode (only valid for pu04, 0 in other cases)



Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute
Properties

label

unit

standard unit

display unit

format

max_value 3

min_value 0

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user code false

Push DataReady event by user
code

Not
set

Attribute DesiredShiftMode :

Desired shift mode (only valid for pu04, 0 in other cases)

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_LONG

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Write allowed for All states

Attribute
Properties

label

unit

standard unit

display unit

format

max_value 3

min_value 0

max_alarm

min_alarm

max_warning

min_warning

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set



delta_time

delta_val

Push Change event by user
code

false

Push Archive event by user code false

Push DataReady event by user
code

Not
set

Attribute RecentWrites :

Contains the recent output operations

Attribute
Definition

Attribute Type Spectrum ( 100 )

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read allowed for All states

Attribute
Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

Not
set

PlcUndulator Class States



Name Description

ON
The undulator has reached the requested position and is waiting
for a new request.

MOVING The undulator is moving to a new position.

DISABLE

The undulator is disabled for the experiment.
Only reading is possible.
The control room has taken the control over the undulator or
the local control is activated.

FAULT The hardware indicates a fault. A reset might help.

UNKNOWN No connection to the Ads undulator device, state cannot be evaluated.

ALARM The local control indicates incoherent set and read values.
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