
CAENelsAH501D Tango Cpp Class

Contents :
Description
Properties
Commands

State
Status
Start
StartOnce
Stop
Sync
SetOffset

Attributes
Channels
Range
Resolution
Rate
Interval
TriggerMode
Value1
Value2
Value3
Value4
Average1
Average2
Average3
Average4
Offset1
Offset2
Offset3
Offset4
BiasVoltage
FirmwareVersion

States

CAENelsAH501D Class Identification : CAENelsAH501D Class Inheritance :

Contact : at desy.de - jan.meyer

Class Family : Instrumentation

Platform : Unix Like

Bus : Ethernet
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Manufacturer : CAENelsManufacturer ref. : AH501D

CAENelsAH501D Class Description : 

Tango server for the 4-channel bipolar picoamperemeter.

CAENelsAH501D Properties : 

There is no class properties 

Device Properties

Name Description Type Default Value

Host Hostname or IP address to the device String 192.168.0.10 

Port Portnumber used on the device. String 10001 

CAENelsAH501D Class Commands

Name Input type Output type Level Description

State DEV_VOID DEV_STATE OPERATOR
This command gets the device state (stored in its
device_state data member) and returns it to the
caller.

Status DEV_VOID CONST_DEV_STRING OPERATOR
This command gets the device status (stored in its
device_status data member) and returns it to the
caller.

Start DEV_VOID DEV_VOID OPERATOR
Start data acquisition. If trigger mode is active, the
device will only take data while the gate signal is in
high state.

StartOnce DEV_VOID DEV_VOID OPERATOR

Start data acquisition for one interval. If trigger
mode is active, the device will only take data while
the gate signal is in high state and only these times
are used to determine the interval.

Stop DEV_VOID DEV_VOID OPERATOR Stop data aquisition.

Sync DEV_VOID DEV_VOID EXPERT
Synchronize the internal ADCs. This command is
to be used only for debugging purposes.

SetOffset DEV_VOID DEV_VOID OPERATOR Set the current averages as zero offset.

file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/CmdState.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/CmdStatus.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/CmdStart.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/CmdStartOnce.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/CmdStop.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/CmdSync.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/CmdSetOffset.html


Command State :

This command gets the device state (stored in its device_state data member) and returns it to the caller.

State Definition

Input Argument Tango::DEV_VOID none

Output Argument Tango::DEV_STATE Device state

DisplayLevel OPERATOR ..

Inherited true ..

Abstract true ..

Polling Period Not polled ..

Command allowed for All states ..

Command Status :

This command gets the device status (stored in its device_status data member) and returns it to the caller.

Status Definition

Input Argument Tango::DEV_VOID none

Output Argument Tango::CONST_DEV_STRING Device status

DisplayLevel OPERATOR ..

Inherited true ..

Abstract true ..

Polling Period Not polled ..

Command allowed for All states ..

Command Start :

Start data acquisition. If trigger mode is active, the device will only take data while the gate signal is in high
state.



Start Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command NOT allowed for RUNNING
FAULT ..

Command StartOnce :

Start data acquisition for one interval. If trigger mode is active, the device will only take data while the gate
signal is in high state and only these times are used to determine the interval.

StartOnce Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command NOT allowed for RUNNING
FAULT ..

Command Stop :

Stop data aquisition.

Stop Definition



Input Argument Tango::DEV_VOID
Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command NOT allowed for ON
FAULT ..

Command Sync :

Synchronize the internal ADCs. This command is to be used only for debugging purposes.

Sync Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID

DisplayLevel EXPERT ..

Inherited false ..

Abstract false ..

Polling Period Not polled ..

Command NOT allowed for RUNNING
FAULT ..

Command SetOffset :

Set the current averages as zero offset.

SetOffset Definition

Input Argument Tango::DEV_VOID

Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR ..

Inherited false ..

Abstract false ..



Polling Period Not polled ..

Command NOT allowed for
ON
RUNNING
FAULT

..

CAENelsAH501D Class Attributes

Name Inherited Abstract Attr.
type

R/W type Data type Level Description

Channels false false Scalar READ_WRITE Tango::DEV_UCHAR OPERATOR

Set the
number of
active input
channels

Range false false Scalar READ_WRITE Tango::DEV_UCHAR OPERATOR

Dimension
of the
expected
current
maximum.

Resolution false false Scalar READ_WRITE Tango::DEV_UCHAR OPERATOR
Resolution
of the
ADCs.

Rate false false Scalar READ Tango::DEV_FLOAT OPERATOR
Achieved
sampling
rate.

Interval false false Scalar READ_WRITE Tango::DEV_FLOAT OPERATOR

Interval for
which the
moving
averages
will be
calculated.

TriggerMode false false Scalar READ_WRITE Tango::DEV_BOOLEAN OPERATOR

If set, the
device will
only take
values
while the
trigger input
signal is
high.

Value1 false false Scalar READ Tango::DEV_DOUBLE OPERATOR
Present
current at
channel 1.

Value2 false false Scalar READ Tango::DEV_DOUBLE OPERATOR
Present
current at
channel 2.

Value3 false false Scalar READ Tango::DEV_DOUBLE OPERATOR
Present
current at
channel 3.

file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrChannels.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrRange.html
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file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrRate.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrInterval.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrTriggerMode.html
file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrValue1.html
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Value4 false false Scalar READ Tango::DEV_DOUBLE OPERATOR
Present
current at
channel 4.

Average1 false false Scalar READ Tango::DEV_DOUBLE OPERATOR

Average
current over
Interval at
channel 1.

Average2 false false Scalar READ Tango::DEV_DOUBLE OPERATOR

Average
current over
Interval at
channel 2.

Average3 false false Scalar READ Tango::DEV_DOUBLE OPERATOR

Average
current over
Interval at
channel 3.

Average4 false false Scalar READ Tango::DEV_DOUBLE OPERATOR

Average
current over
Interval at
channel 4.

Offset1 false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR
Offset
current for
channel 1.

Offset2 false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR
Offset
current for
channel 2.

Offset3 false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR
Offset
current for
channel 3.

Offset4 false false Scalar READ_WRITE Tango::DEV_DOUBLE OPERATOR
Offset
current for
channel 4.

BiasVoltage false false Scalar READ_WRITE Tango::DEV_FLOAT OPERATOR
Voltage at
bias output.

FirmwareVersion false false Scalar READ Tango::DEV_STRING OPERATOR
Current
firmware
version.

There is no dynamic attribute defined. 

Attribute Channels :

Set the number of active input channels

file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrValue4.html
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file:///segfs/tango/tmp/classes2www/tmp/CAENelsAH501D/doc_html/AttrAverage3.html
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Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_UCHAR

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

RUNNING
FAULT

Attribute
Properties

label

unit

standard unit

display unit

format %1d

max_value 4

min_value 1

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Range :

Dimension of the expected current maximum.

Attribute
Definition

Attribute
Type

Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_UCHAR

Display
Level

OPERATOR

Inherited false

Abstract false

Polling
Period

Not polled

Attribute
Properties

label

unit A

standard unit A

display unit A

format
10^-
%1d

max_value 9

min_value 3

max_alarm

min_alarm

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not



Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

RUNNING
FAULT

max_warning

min_warning

delta_time

delta_val

set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Resolution :

Resolution of the ADCs.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_UCHAR

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

RUNNING
FAULT

Attribute
Properties

label

unit bit

standard unit bit

display unit bit

format %2d

max_value 24

min_value 16

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false



Attribute Rate :

Achieved sampling rate.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_FLOAT

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

FAULT

Attribute
Properties

label

unit Hz

standard unit Hz

display unit Hz

format %.1f

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Interval :

Interval for which the moving averages will be calculated.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_FLOAT

Display Level OPERATOR

Attribute
Properties

label

unit s

standard unit s

display unit s

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change Not
set



Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

RUNNING
FAULT

format %.3f

max_value 60

min_value 0.0001

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute TriggerMode :

If set, the device will only take values while the trigger input signal is high.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_BOOLEAN

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

RUNNING
FAULT

Attribute
Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code false



Attribute Value1 :

Present current at channel 1.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Value2 :

Present current at channel 2.

Attribute Attribute Attribute Event Criteria



Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

FAULT

Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Value3 :

Present current at channel 3.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user



delta_val
code false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Value4 :

Present current at channel 4.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Average1 :

Average current over Interval at channel 1.



Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

ON
RUNNING
FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Average2 :

Average current over Interval at channel 2.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set



Memorized Not set

Read NOT
allowed for

ON
RUNNING
FAULT

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Archive Relative Change Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Average3 :

Average current over Interval at channel 3.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

ON
RUNNING
FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false



Attribute Average4 :

Average current over Interval at channel 4.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

ON
RUNNING
FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Offset1 :

Offset current for channel 1.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Attribute
Properties

label

unit A

standard unit A

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set



Data Type Tango::DEV_DOUBLE
Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

FAULT

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Offset2 :

Offset current for channel 2.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false



Push DataReady event by
user code

false

Attribute Offset3 :

Offset current for channel 3.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute Offset4 :

Offset current for channel 4.



Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_DOUBLE

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write
hardware at
init.

true

Read NOT
allowed for

FAULT

Write NOT
allowed for

FAULT

Attribute
Properties

label

unit A

standard unit A

display unit A

format %e

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute BiasVoltage :

Voltage at bias output.

Attribute
Definition

Attribute Type Scalar

R/W Type READ_WRITE

Data Type Tango::DEV_FLOAT

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized true

Write hardware
at init. true

Attribute
Properties

label

unit V

standard unit V

display unit V

format %.2f

max_value 30.0

min_value 0.0

max_alarm

min_alarm

max_warning

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set



Read NOT
allowed for

FAULT

Write NOT
allowed for

RUNNING
FAULT

min_warning

delta_time

delta_val

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by
user code

false

Attribute FirmwareVersion :

Current firmware version.

Attribute
Definition

Attribute Type Scalar

R/W Type READ

Data Type Tango::DEV_STRING

Display Level OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Memorized Not set

Read NOT
allowed for

FAULT

Attribute
Properties

label

unit

standard unit

display unit

format

max_value

min_value

max_alarm

min_alarm

max_warning

min_warning

delta_time

delta_val

Attribute Event Criteria

Periodic
Not
set

Relative Change
Not
set

Absolute Change
Not
set

Archive Periodic
Not
set

Archive Relative Change
Not
set

Archive Absolute Change
Not
set

Push Change event by user
code

false

Push Archive event by user
code

false

Push DataReady event by user
code

false



CAENelsAH501D Class States

Name Description

ON Device is in working order and waiting for commands.

RUNNING Device is busy taking data. No commands will be processed until acquisition is stopped.

FAULT No normal operation possible.
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