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Petra3ICS Tango Cpp Class
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o Description
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Breaklinterlock
GetinterlockStatus
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» GetBeamPermissionsStatus

o

o Atiributes
= Branch
o States
Petra3ICS Class Identification : Petra3ICS Class Inheritance :

Contact :at mail.desy.de - thunez o Tango::Devicelmpl
Class Family  :Miscellaneous = Petra3ICS
Platform :Unix Like
Bus : Not Applicable
Manufacturer :none

Manufacturer ref. :

Petra3ICS Class Description :

Interface to the Tine Interlock Control System via url adress.


http://www.esrf.fr/
http://www.elettra.trieste.it/
http://www.synchrotron-soleil.fr/
http://www.cells.es/
http://www.tango-controls.org/
http://www.desy.de/html/home/index_eng.html
http://www.maxlab.lu.se/maxlab/max4/index.html
http://www.frm2.tum.de/en/index.html
http://www.synchrotron.uj.edu.pl/
http://www.anka.kit.edu/english/28.php
http://www.eli-hu.hu/
http://www.esrf.eu/computing/cs/tango/tango_doc/kernel_doc/cpp_doc/

Petra3ICS Properties :

There is no class properties

Device Properties

Name

Description

Type |Default Value

Beamline |Beamline number

int 0

Petra3ICS Class Commands

Name

Input type

Output type

Level

Description

DEV_VOID

DEV_STATE

OPERATOR

This command gets
the device state
(stored in its
device_state data
member) and
returns it to the
caller.

Status

DEV_VOID

CONST_DEV_STRING

OPERATOR

This command gets
the device status
(stored in its

device status data
member) and
returns it to the
caller.

BreaklInterlock

DEV_LONG

DEV_VOID

OPERATOR

Break interlock for
the given area after
checking if
corresponding
shutter is close, if
not it close it.

GetlnterlockStatus

DEV_LONG

DEV_LONG

OPERATOR

Get status of the
interlock for the
given area number
(0->set, 3->
broken).

CancelBeamPermis

DEV_LONG

DEV_VOID

OPERATOR

Command to be
called before
BreakInterlock

Get status of the



file:///segfs/tango/tmp/classes2www/tmp/Petra3ICS/doc_html/CmdState.html
file:///segfs/tango/tmp/classes2www/tmp/Petra3ICS/doc_html/CmdStatus.html
file:///segfs/tango/tmp/classes2www/tmp/Petra3ICS/doc_html/CmdBreakInterlock.html
file:///segfs/tango/tmp/classes2www/tmp/Petra3ICS/doc_html/CmdGetInterlockStatus.html
file:///segfs/tango/tmp/classes2www/tmp/Petra3ICS/doc_html/CmdCancelBeamPermis.html

beam permissions
GetBeamPermissionsStatus [DEV_LONG|DEV_LONG OPERATOR |for the given area

number ( 0-> set, 3
-> broken).

Command State :

This command gets the device state (stored in its device state data member) and returns it to the
caller.

State Definition
Input Argument Tango:DEV_VOID |none.
Output Argument Tango::DEV_STATE |State Code
DisplayLevel OPERATOR
Inherited true
Abstract true
Polling Period Not polled
Command allowed for|All states

Command Status :

This command gets the device status (stored in its device_status data member) and returns it to
the caller.

Status Definition

Input Argument Tango:DEV_VOID none.

Output Argument Tango::CONST_DEV_STRING|Status description
DisplayLevel OPERATOR

Inherited true

Abstract true



file:///segfs/tango/tmp/classes2www/tmp/Petra3ICS/doc_html/CmdGetBeamPermissionsStatus.html

Polling Period Not polled

Command allowed for|All states

Command Breaklnterlock :

Break interlock for the given area after checking if corresponding shutter is close, if not it close it.

Breakinterlock Definition

Input Argument Tango::DEV_LONG |Area number.
Output Argument Tango:DEV_VOID

DisplayLevel OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Command allowed for All states

Command GetiInterlockStatus :

Get status of the interlock for the given area number ( 0-> set, 3 -> broken).

GetlInterlockStatus Definition

Input Argument Tango:DEV_LONG |Area number.
Output Argument Tango::DEV_LONG |Interlock status
DisplayLevel OPERATOR

Inherited false

Abstract false

Polling Period Not polled




Command allowed for

All states

Command CancelBeamPermis

Command to be called before BreakInterlock

CancelBeamPermis Definition

Input Argument Tango:DEV_LONG |Area number
Output Argument Tango::DEV_VOID

DisplayLevel OPERATOR

Inherited false

Abstract false

Polling Period Not polled

Command allowed for All states

Command GetBeamPermissionsStatus :

Get status of the beam permissions for the given area number ( 0-> set, 3 -> broken).

GetBeamPermissionsStatus Definition

Input Argument Tango::DEV_LONG |Area number.

Output Argument Tango::DEV_LONG |Beam permissions status
DisplayLevel OPERATOR

Inherited false

Abstract false

Polling Period Not polled




|Command allowed for

| All states

Petra3ICS Class Attributes

Name |Inherited | Abstract :;t;; R/W type Data type Level Description
Branch A or
B, only

Branch |false false Scalar|READ_WRITE [Tango::DEV_STRING|OPERATOR [need for
beamlines
2,7and 12.

There is no dynamic attribute defined.

Attribute Branch :

Branch A or B, only need for beamlines 2, 7 and 12.

min_alarm

Attribute Attribute Attribute Event
Definition Properties Criteria
Attribute Branch . Not
P
Type Scalar label (AorB) eriodic set
R/W Type |READ_WRITE unit Relative Change Ncit
Data Type |Tango:DEV_STRING standard unit s€
X . ) Not
II?lspllay OPERATOR display unit Absolute Change set
eve format
Inherited false max_value o
Abstract false min_value Archive Periodic set
Pol!lng Not polled max_alarm Archive Relative Not
Period
Change set



file:///segfs/tango/tmp/classes2www/tmp/Petra3ICS/doc_html/AttrBranch.html

M THDIOT P . Archive Absolute Not
WVICTTIOTTIZCU [UTUT max warnin
Write — g Change set
hardware |true min_warning
at init. delta_time
— Push Change event
false
delta_val by user code
Read
All states .
allowed for Push Archive event
false
Write by user code
allowed for All states
Push DataReady
false
event by user code
Petra3ICS Class States
Name Description
ON

MOVING | Thread is running.

FAULT
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